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1.Intake attenuator; 2. Discharge attenuator
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Model  Dimensions (mm)  Weights (kg)
D Ht Intake Discharge

 CXVE 111-0806-10L  1778  7166  180  70
 CXVE 151-0809-10L  1473  7166  180  100
 CXVE 176-0809-20L  1473  7166  180  100
 CXVE 190-0809-15L  1473  8047  180  100
 CXVE 207-0809-20L  1473  8047  180  100
 CXVE 217-0812-15L  1778  7166  330  130
 CXVE 227-0812-20L  1778  7166  330  130
 CXVE 239-0812-30L  1778  7166  330  130
 CXVE 259-0812-20L  1778  8047  330  130
 CXVE 264-0812-30L  1778  8047  330  130
 CXVE 279-0812-30L  1778  8047  330  130
 CXVE 284-0812-30L  1778  8047  330  130

 CXVE 298-0818-22.5L  1778  7319  500  190
 CXVE 310-0818-30L  1778  7319  500  190

 CXVE 329-0818-22.5L  1778  8200  500  190
 CXVE 345-0818-30L  1778  8200  500  190
 CXVE 373-0818-30L  1778  8200  500  190
 CXVE 387-0818-30L  1778  8200  500  190
 CXVE 395-0818-45L  1778  8200  500  190
 CXVE 409-0818-45L  1778  8200  500  190
 CXVE 244-1012-15L  1778  7979  370  130
 CXVE 256-1012-20L  1778  7979  370  130
 CXVE 273-1012-15L  1778  7979  370  130
 CXVE 274-1012-30L  1778  7979  370  130
 CXVE 289-1012-20L  1778  7979  370  130
 CXVE 308-1012-30L  1778  7979  370  130
 CXVE 301-1012-15L  1778  8860  370  130
 CXVE 311-1012-15L  1778  8860  370  130
 CXVE 313-1012-15L  1778  8860  370  130
 CXVE 326-1012-20L  1778  8860  370  130
 CXVE 327-1012-15L  1778  8860  370  130
 CXVE 328-1012-20L  1778  8860  370  130
 CXVE 332-1012-20L  1778  8860  370  130
 CXVE 340-1012-20L  1778  8860  370  130
 CXVE 341-1012-30L  1778  8860  370  130
 CXVE 347-1012-20L  1778  8860  370  130
 CXVE 353-1012-30L  1778  8860  370  130
 CXVE 355-1012-30L  1778  8860  370  130
 CXVE 359-1012-30L  1778  8860  370  130
 CXVE 365-1012-30L  1778  8860  370  130
 CXVE 376-1012-30L  1778  8860  370  130
 CXVE 388-1018-30L  1778  8129  570  190

 CXVE 396-1018-22.5L  1778  8129  570  190
 CXVE 414-1018-45L  1778  8129  570  190

 CXVE 419-1018-22.5L  1778  8129  570  190
 CXVE 419-1018-30L  1778  8129  570  190
 CXVE 439-1018-30L  1778  8129  570  190
 CXVE 446-1018-45L  1778  8129  570  190
 CXVE 469-1018-45L  1778  8129  570  190

 CXVE 461-1018-22.5L  1778  9010  570  190
 CXVE 483-1018-30L  1778  9010  570  190

 CXVE 491-1018-22.5L  1778  9010  570  190
 CXVE 502-1018-22.5L  1778  9010  570  190
 CXVE 502-1018-30L  1778  9010  570  190
 CXVE 519-1018-45L  1778  9010  570  190
 CXVE 521-1018-30L  1778  9010  570  190
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 CXVE 533-1018-30L  1778  9010  570  190
 CXVE 539-1018-45L  1778  9010  570  190
 CXVE 563-1018-45L  1778  9010  570  190
 CXVE 575-1018-45L  1778  9010  570  190
 CXVE 268-1212-20L  1930  7979  370  140
 CXVE 287-1212-30L  1930  7979  370  140
 CXVE 302-1212-20L  1930  7979  370  140
 CXVE 341-1212-40L  1930  7979  370  140
 CXVE 341-1212-20L  1930  8860  370  140
 CXVE 343-1212-20L  1930  8860  370  140
 CXVE 356-1212-20L  1930  8860  370  140
 CXVE 356-1212-30L  1930  8860  370  140
 CXVE 363-1212-20L  1930  8860  370  140
 CXVE 369-1212-30L  1930  8860  370  140
 CXVE 379-1212-40L  1930  8860  370  140
 CXVE 381-1212-30L  1930  8860  370  140
 CXVE 393-1212-30L  1930  8860  370  140
 CXVE 394-1212-40L  1930  8860  370  140
 CXVE 411-1212-40L  1930  8860  370  140
 CXVE 420-1212-40L  1930  8860  370  140
 CXVE 438-1218-30L  1930  8129  570  200
 CXVE 460-1218-30L  1930  8129  570  200
 CXVE 466-1218-45L  1930  8129  570  200
 CXVE 490-1218-45L  1930  8129  570  200
 CXVE 491-1218-60L  1930  8129  570  200
 CXVE 504-1218-30L  1930  9010  570  200
 CXVE 525-1218-30L  1930  9010  570  200
 CXVE 543-1218-45L  1930  9010  570  200
 CXVE 545-1218-30L  1930  9010  570  200
 CXVE 563-1218-45L  1930  9010  570  200
 CXVE 574-1218-60L  1930  9010  570  200
 CXVE 601-1218-45L  1930  9010  570  200
 CXVE 601-1218-60L  1930  9010  570  200
 CXVE 628-1218-60L  1930  9010  570  200
 CXVE 643-1218-60L  1930  9010  570  200
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